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K19

KcYCOOL

PRODUCT INFORMATION:

~=02x136x41Tmm
windows/MaC
1500mAh

Measure:
System:

Battery:

Supply electricity:
Hotswap:

Polling rate:

yes
1000HZ

Shortcut key function

o=
bd-[
ofE

B0

Restore factory settings
Bluetooth device
Bluetooth device2
J Bluetooth device3
2.4G mode

Wired mode

Switching backlight effect

Switch backlight color

Type-C DC5V-1A

Weight:
Assortment:
keycap:
Lamplight:
Hongshe:
Structure:

~220g
19key+Tknob
PBT

RGB
Support
Gasket

]| calculator
Backlight speed-
Backlight speed+
| Switching knob light effect
7 Toggle knob color
| Inquire about electricity quantity
| Power saving mode

ti © Switch knob control mode

How to use Fn key combination: Press and hold Fn and then press the corresponding

key to trigger the combination shortcut key.

Charging method

The keyboard can be charged by connecting
a data cable to a computer or a charger with
power of 5V1A or less.
Special reminder: It is recommended to use
only the USB interface of the computer to
charge the keyboard

arger with charging power
higher than 5V1A to charge the keyboard
If the keyboard is damaged due to the use
of high-power charger, you will not be able
to enjoy the warranty service.

Indicator lights and buttons

(]
NUM

: Power indicator lamp

: Digital lock indicator light

: Connecting channel indicator light

knob

Electric quantity prompt:
the red light of the
is always on
is tumed off
Electric quantity inquiry:
Wwhen the backlight is turned on, press the
combination key Fn+. The backlight goes of

keys FN t
shown below

About the knob:

ching mode: Press the FN+ knab briefly to
the multimedia/backlight mode.
timedia mode: press ESC briefly, turn it clof

to increase the volume, and turn it countercloc
to decrease the volume
RGB mode: short press ESC, rc

ght brightn

the backlight brightness.

Note: The knob function can be customized by
customization software.

2.4G pairing

1. After the keyboard is turned on, press fn+4 for
a long time until the pairing indicator flashes to
enter the 2.4G code matching mode.

2. Insertthe 2.4G receiver and place the
keyboard as close as possible to the 2.4G
receiver.

3. Exit the code alignment after the code
alignment is successful, and the indicator light is
always on for 2s.

4. If the code matching device has not been
found successfully, and the 30s indicator goes
out and goes to sleep, please perform code
matching operation again

Wired mode

Insert the data cable into the USB interface of
the computer, and at the same time insert the
Type-c plug into the Type-c interface of this
keyboard. Press and hold Fn on the keyboard
and then press 5 to switch the wired mode

Bluetooth pairing

1. After the keyboard is turned on, press and
hold Fn+1/2/3 until the indicator light flashes to
enter the pairing mode.

2. Find K21pro-3.0/5.0 on the Bluetooth
receiving device and pair it. After pairing, the
indicator light will always be on for 2s.

3. If the pairing fails, the keyboard indicator goes
out and goes to sleep, please pair again

Keyboard switch

When the keyboard is not connected to USB,
flip the switch to turn it on and enter the
wireless working mode, and flip the switch
again to turn it off. (It will not be turned off in
wired connection)

KEYBOARD DRIVER:

Driver download and installation
Download URL: www.kc-keycool.com

System: Windows

mailbox: support@keycool.vip

Download method:

1. Open the KEYCOOL official website, click the
driver and find the driver corresponding to the
model.

2. Unzip the downloaded driver package and
click the exe file to install it.

3. After the installation, connect the computer in
wired mode, and the driver will automatically
recognize the keyboard

4, After the connection is completed, start using
the driver.

Driver update

Open the driver and click Update Driver in the lower
right corner to get the latest version of the drive




